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DR I30 INSTRUCTION MANUAL 


CONTENTS 
Congratulations on purchasing the Acoustic Solutions’ DR130 Hi Fi P4 Welcome 
Turntable. We trust that this product will give you hours of listening P92 Safety instructions 
pleasure, and provide years of unparalleled performance. As with any new P3 Features 
electrical product please be patient and allow at least 36 hours use before P4 DR130 setup 
all components have acclimatised themselves with your surroundings, and P5 Connection to an amplifier 
found their optimum working temperature. The performance of the DR130 PE Operating the DR130 
turntable may be affected by a sudden temperature change, which may P7 Trouble shooting 


cause internal condensation. 


Specifications 
Contact details 


Please read this manual fully to familiarise yourself with all the controls 
before operating the unit. Please also preserve all packaging until you are 
totally happy with the unit. You will need to return the unit with its packaging 
to your dealer if any fault occurs. 


If you find any difficulties or problems operating the DR130 please do not 
hesitate to call the Acoustic Solutions’ Helpline on +44 (0) 1327 340601. 
This helpline is manned from 9:00am to 1:00pm and 2:00pm to 4:30pm 
(GMT) Monday to Friday. 
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SAFETY INSTRUCTIONS 


BEFORE USE - FOR SAFE AND EFFECTIVE OPERATION 
A few points to note before you start setting up the DR130 Turntable: 


1. Do not connect the AC power plug before the assembly has been 
completed. 

2. Read this manual carefully before using the unit and be sure to store 
the manual in a safe place for future reference. 

3. Select the installation location of your unit carefully. Avoid placing it in 
direct sunlight, or in areas of vibration, excessive dust, heat, cold or 
moisture. Keep away from sources of hum, such as transformers or 
motors. 

4. Do not use the system where there are extreme temperatures (below 
5°C or exceeding 35°C). 

5. Be sure your hands are clean when handling vinyl (Never use a 
cracked or warped disc). 

6. When disconnecting the power cord from the AC outlet always grasp 
the plug, never pull the cord. 

7. Do not use force when operating the switches and buttons. 

8. Before moving the unit, be sure to disconnect the power cord and all 
connecting cables. 

9. Do not attempt to clean the unit with chemical solvents as this might 
damage the surface, simply use a clean, dry cloth. 

10. If the unit malfunctions, do not open the cabinet and attempt to repair 
yourself as this might result in damage to the unit, or electrical shock. 
Always request services at an authorised service agent. 


CAUTION: DANGEROUS VOLTAGES EXIST INSIDE THIS UNIT. DO 
NOT REMOVE COVER (OR BACK). NO USER SERVICEABLE PARTS 
INSIDE. REFER SERVICING TO QUALIFIED SERVICE PERSONNEL. 
DISCONNECT FROM MAINS SUPPLY WHEN NOT IN USE. 


UK PLUG DETAILS 
For your convenience a mains plug with a fuse has been fitted to this 
appliance. For your safety please observe the following information. 


1. Should the fuse fail in the plug remove the plug from the wall socket and 
replace the fuse with a 3 Amp ASTA approved BS 1362 fuse. 

2. Never use the plug without the fuse cover fitted. Replacement fuse 
covers are available from your dealer. 

3. If the mains plug is cut off from the cable, rewire the replacement plug in 
accordance with the instructions given in this manual. 

¢ The wire which is coloured blue or black must be connected to the 
terminal with the letter N or coloured black 

¢ The wire which is coloured brown or red must be connected to the 
terminal which is marked with the letter ‘L’ or coloured red. Only a 3 Amp 
fuse should be fitted in the plug, or a 5 Amp fuse at the distribution board. 

4. CAUTION: Under no circumstances should the discarded plug be 
inserted into a mains socket. To prevent a shock hazard, carefully 
dispose of the discarded plug. Do not leave the plug lying around 
where children might find it. 


BLUE TO 
NEUTRAL 


FUSE 


BROWN TO 
LIVE 





CORD 
GRIP 


UK mains plug fitted with 3 Amp fuse 


WARNING: UNDER NO CIRCUMSTANCES MUST THE LIVE OR 
NEUTRAL WIRES BE CONNECTED TO THE EARTH TERMINAL INA 
3-PIN MAINS PLUG. 
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FEATURES 


1. AC power cord.Please ensure that this cable is not damaged. 

2. Turntable platter. 

3. Dust cover/ turntable lid. Please ensure that turntable lid is closed when 
not in use, it is also good practice to close the lid when the record is playing 
to avoid unnecessary dirt or dust contaminating the record. 

4. Audio output lead. Please ensure that this lead is not damaged as the 
audio performance will be effected as a result. 

5. Platter mat. Please ensure that this mat is fitted to avoid scratching the 
underside of the record. 

6. Tone arm. This is a delicate part of the turntable and should not be 
handled with force. Due to the automatic action of the DR130 it is not 
necessary to handle the tone arm for normal use. 

7. Cartridge. This is a delicate needle (stylus) which is needed for sound 
reproduction. Take care when cleaning in the area of the cartridge as the 
stylus can easily be damaged. Spare styli are available by phoning the 
Acoustic Solutions’ helpline on +44(0)1237 340601.This helpline is manned 
from 9:00am to 1:00pm and 2:00pm to 4:30pm (GMT) Monday to Friday. 

8. Record diameter size selector (17 or 30cm). It is necessary to nominate 
the size of the record you are playing so that the automatic cueing action of 
the tone arm will place the tone arm in the correct position. 

9. Tone arm lift/lower button. This allows you to manually raise or lower 
the tone arm. Never lift the tone arm directly off, or place the tone arm 
directly onto the record as this may scratch the vinyl. 

10. Stop button. This allows you to stop the record, when this button is 
pressed the tone arm will lift from the record and move back to the side rest 
position. 

11. Start or Play button. Press this button once to activate the automatic 
play sequence. The tone arm will be placed at the start of the record 
according to the size selected on the record diameter size selector (see No. 
8 above) 

12. Speed selector switch (331; or 45 RPM). This changes the speed 
of the turntable depending on the pressing of the vinyl being played. The 
correct speed will be indicated on the centre label of the record. 
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DR I30 SETUP 


1. ATTACH THE BELT | 
The DR130 has been fitted with ribbon tapes, which will allow you to pull the 
belt from the turntable platter, and place it over the motor spindle. 


If you study the turntable platter you will notice two apertures, which are 
diametrically opposite to each other. Both should be equipped with ribbon 
tapes as described above. 


Rotate the turntable platter with your hand until one of the holes is placed at 
approx ‘10 to’. You should see a brass spindle which is the motor drive. 


Holding one of the ribbons, pull the belt over the top of the spindle, taking 
care not to twist the belt. The second ribbon opposite is provided if you are 
unsuccessful in this operation with the first ribbon. 


Carefully remove the ribbons from both of the apertures, trying to avoid 
twisting the belt, or pushing it off the bottom of the turntable platter. 


2. PLACE TURNTABLE MAT ON PLATTER 
Inside the packaging you will find a rubber turntable mat, it is necessary to 
place this on top of the turntable platter. 


3. REMOVE THE TIE SECURING THE TONE ARM. 

For transportation safety, the tone arm is secured using a twist tie. It is 
necessary to remove this before use. DO NOT ATTEMPT TO OPERATE 
THE TURNATBLE WITH THIS TIE STILL IN POSITION, AS DAMAGE TO 
THE AUTO CUEING MECHANISM MAY RESULT. 


4. REMOVE THE STYLUS GUARD. 

When the DR130 leaves the factory, a stylus guard is fitted to protect the 
needle. It is necessary to remove this before the turntable can be used, 
please retain this part as it is good practice to refit the stylus guard when the 
turntable is not being used, as this will protect your needle from damage. 
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CONNECTION TO AN AMPLIFIER 


PLEASE NOTE: THE DR130 IS FITTED WITH A SELECTABLE 
PREAMPLIFIER, THIS WILL ALLOW CONNECTION TO EITHER PHONO 
INPUTS DESIGNED FOR TURNATBLES, OR AUX INPUTS DESIGNED 
TO ACCEPT LINE LEVEL SIGNALS. 


CONNECTION TO LINE LEVEL INPUT 


THIS MUST BE SET PRIOR TO USE OTHERWISE DISTORTION OR A 
WEAK SOUND MAY RESULT. 


Il. TO SELECT PHONO LEVEL OR LINE LEVEL OUTPUT 
Lift the turntable mat to expose one of the aperture in the turntable platter HI-FI AMPLIFIER 
used to place the belt onto the motor spindle. Rotate the platter until this 
hole is at ‘12 o'clock’. 


Directly below the aperture will be a slide switch with the words ‘on’ and ‘off’ 
printed to either side. 





If you are connecting the DR130 to an AUX line level input, move this switch 
to the left to turn ‘on’ the internal pre amplifier. 


If you are connecting the DR130 to a PHONO low level input, move this CONNECTION TO PHONO LEVEL INPUT 
switch to the right to turn ‘off the internal pre amplifier. 


2. CONNECT TO THE CORRECT INPUTS ON YOUR AMPLIFIER 

Once you have set the internal pre amplifier to your required setting, take the 
red and white phono leads from the rear of the DR130, and place them into 
the corresponding input sockets on the rear of your amplifier. 





It is not necessary to connect an audio earth wire to this product, as 
this is a double insulated device with an isolated audio earth. 
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OPERATING THE DR I30O 


The DR130 is a semi automatic record player. 


TO PLAY A RECORD 

1. Open the dust cover/lid. 

2. Place your desired record on to the turntable platter. 

3. Select the correct speed for the record you are playing. (331/3 or 45 
RPM) the correct speed will be indicated on the centre label of the 
record. 

4. Select the correct size of the record you are playing; (17 or 30cm 
diameter). 

5. Close the dust cover/lid. 

6. Press START to activate automatic tone arm placement. 

7. At the end of the record the tone arm will automatically return to the side 
rest position, and the platter will stop spinning. 


TO STOP A RECORD 

1. If you wish to stop a record during play, then press the STOP button. 

2. This will activate the automatic tone arm removal and return it to the side 
rest position, and the platter will stop spinning. 


TO LIFT THE TONE ARM FROM THE RECORD 

1. If you wish to lift the tone arm from the record during play, press the UP/ 
DOWN button once to lift the tone arm. 

2. If you wish to lower the tone arm onto the record, press UP/DOWN 
button again to lower the tone arm 

3. If when the tone arm is lifted you manually move the tone arm to its side 
rest position, the turntable platter will automatically stop spinning, 
similarly if you move the tone arm across the record from its side rest 
position, the turntable platter will start to spin. 


WHEN THE TONE ARM IS IN ITS SIDE REST POSITION, THE DR130 IS 
OFF, THERE IS NO SEPERATE POWER SWITCH LOCATED ON THE 
UNIT. 


PRECAUTIONS WHEN PLAYING 
THE DRI3O 


1. DO NOT ROTATE OR STOP THE PLATTER MANUALLY. 


2. DO NOT STOP THE TONE ARM MANUALLY WHEN IT IS 
RETURNING AUTOMATICALLY 


3. DO NOT MOVE OR KNOCK THE UNIT WITHOUT SECURING THE 
Tone arm. 


4. DO NOT PLAY WARPED OR FLEXIBLE RECORDS AS THIS CAN 
DAMAGE THE RECORDS AND THE STYLUS. 


MAINTAINING THE DR [30 


CLEANING THE STYLUS 

A dirty stylus will cause excessive noise and a poor sound quality. 

Use a stylus cleaning kit to brush off the dirt in the direction from back to 
front. Do not brush from front to back or side to side as this may result in 
damage to the stylus. 


REPLACING THE STYLUS 
When the sound quality drops, replace the stylus. This will impove the sound 
quality and reduce record wear. 


Remove the stylus by holding onto the tone arm with one hand, and pulling 
the stylus gently downwards with your other hand. Replace this by pushing 
the new stylus up at an angle of around 45 degrees so that it locates firmly 
against the cartridge. Spare styli are available by phoning the Acoustic 
Solutions helpline on +44(0)1237 340601.This helpline is manned from 
9:00am to 1:00pm and 2:00pm to 4:30pm (GMT) Monday to Friday. 
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TROUBLE SHOOTING 


No power to turntable ¢ Check fuse in mains plug 
¢ Check to ensure the mains plug 
is pushed firmly into the wall. 
¢ Internal fuse has blown. This will 
need to be replaced by a qualified 
service technician. 


¢ Ensure the drive belt is 
connected between the turntable 
platter and motor drive shaft. 

¢ Ensure that you have pressed 
START and that the turntable 
is rotating. 

¢ Check to ensure that the 
cartridge is located properly on 
the tone arm, and that the 


Record does not play 


stylus is intact. 


¢ Check to ensure that the 
headshell is located properly on 
the tone arm, and that the 
stylus is intact. 

¢ Check to ensure that excessive 
dust/fluff has not accumulated 
beneath the stylus. 

¢ Check audio cables between 
turntable and inputs on amplifier 
have become damaged 

¢ Check correct setting has been 
made on internal pre amp setting 
(see page 6) 


Sound to the turntable is distorted 





SPECIFICATIONS 


POWER SUPPLY OUTPUT SENSITIVITY 
AC 230/240V~, 50Hz LINE OUTPUT: 112~270mV 1KHz 
PHONO OUTPUT: 1.7~3.5mV 


POWER CONSUMPTION OUTPUT IMPEDANCE 


2 Watts 47Kohms 
DIMENSIONS (W x D x H) WEIGHT 
420 x 342 x 100 mm 2./ Kg 


CONTACT DETAILS 


We trust you are completely satisfied with this product from Acoustic 
Solutions Limited, however please feel free to contact us if you experience 
any difficulties, or if you would like to express your views regarding our 
products. 

PLEASE WRITE TO: 


ACOUSTIC SOLUTIONS LIMITED. 
GRAND UNION BUILDINGS 

54 High Street 

Weedon 

Northampton 

NN7 4QD 

United Kingdom 


Telephone +44 (0)1327 340601 
Fax: +44 (0)1327 342298 


www.acousticsolutions.co.uk 
email: enquiries@acousticsolutions.co.uk 


Through the process of continuous improvement, Acoustic Solutions Limited 
reserves the right to change or alter specifications without prior notice. 
E&OE 
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